
SUN PRIME
DUPLEX PAPER BOARD

Greyback duplex Paper Boards is made with different grade of pulp layers while the top layers is made 

of virgin paper waste while bottom layer made of grey paper waste. Diyan’s semi coated duplex board 

used for commercial casing and packaging requirements.
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TECHNICAL SPECIFICATIONS
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Parameters

Plybond

Smoothness

IGT Dry Pick (MV)

Brightness (Top)

Gloss at 75°

Cobb Top

Cobb Back

Moisture  200 - 260 GSM

                 261 - 350 GSM

                 351 - 400 GSM

Burst Factor

Unit

FT. LB/1000 ln²

ml/min

m/sec

%

%
2g/m
2g/m

%

Values

80 (Min)

160 (Max)

1.0

75 (Min)

35 (Min)

50 (Max)

60 (Max)

6.5   0.5

7.0   0.5

7.5   0.5

15 (Min)
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Test Procedure

Tappi T 514

Tappi T 452 om 98

Tappi T 480 om 92

Tappi T 441 om 98

Tappi T 412 om 02

Tappi T 412 om 02

Tappi T 412 om 02

Tappi T 807

*Product certified by CFTRI under USFDA 176.170 Test Method

*Low levels of heavy metals (Each < 20 ppm)

*Suitable for high quality embossing, Foil Stamping

*Used in multi purpose post print application.

*Board for blister pack, Polycoatings product on demand

Board ConstructionNotes

TOP PIGMENT COAT WITH BLADE: 06    1 GSM+-
PRE PIGMENT COAT WITH BAR: 09    1 GSM+-
SIZE PRESS STARCH

TOP LAYER (RECYCLED WHITE PULP)

UNDER LAYER (RECYCLED WHITE PULP)

FILER LAYER (RECYCLED MIXED WASTE PULP)

BACK LAYER (RECYCLED SELECTED WASTE PULP) 

BACK STARCH COAT WITH BLADE: 02    1 GSM+-
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